
Rectangular Double-Seamer 
UVE 474/RDS

Premium seaming 
technology for 
premium can products



 Low-maintenance seamer station with short, robust quick-change 
levers.

 Crash Seaming performed by a total of six seaming rollers:
four for the fi rst seam, two for the second seam

 Singulation with Destacking rollers, feeding via a crank arm.

 The lid feeder can be swung away
Lids are fed into the lid feeder via a magnetic magazine.

 Complete changeover capability for different ends

 The second seamer features a servo-motorized can turner instead 
of an infeed star wheel.

 Compact design; both seamers are housed in a CE-compliant 
 protective cabin V
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 Singulation of the curled top ends into an infeed star wheel (for-
mat section).

  Transport in the fi rst seamer via a size-dependent 900 mm long 
transport rack.

  Controlled by toothed belts via two servo motors with overload 
clutches.

 All transport movements are electronically synchronized.

 Seaming lever carrier located on top to prevent contamination. 

 Perfect access from two sides.

 Clamping in the seaming station is servo-motorized via a crank-
shaft.

 Clamping pressure is regulated by pneumatic bellows cylinders.

Machine performance:
Can heights   150 - 350 mm 

                  guaranteed 
                   100 cans/minute 

                  (for top ends with a 
                  maximum height of
                  12 mm)

main 
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